
820 W

FEATURES LA-212
Type

Material ABS + metal grille 

Bandwidth 80 Hz – 18  KHz (± 10 dB)

Alimentation AC 110-220V – 50/60 Hz  

Power 820 W RMS

Consumption 170 W 

Impedance 8 Ω 

Input Mic - JACK

Settings
USB / MIC / LINE : Réglage de volume 
MASTER : Réglage de volume 
TONALITÉ : Graves et aigus
EQUALIZER 

Weight 20 Kg

Accessoriess Poignées  - Cordons speakons

MODEL DESIGNATION

DESCRIPTION

FEATURES
•  Kit consisting of :

2 subwoofers, one active, the other passive
2 speaker stands
2 line array speaker clusters (x 4)

- USB / SD / MP3 player + Remote control
- Bluetooth V5.0 player, 50 m range
- Volume, tone and echo control
- Equalizer
- MiC/Line Jack inputs 
- Speakon cords / Speakons
- Speakon cords / 6.35 jack
- Remote control

3 VOIES 12“

POWERED FLOORSTANDING SPEAKER 
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Amplified column speaker system. . . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . . .   LA-212
(code 02700)

Amplified column speaker system

BLUETOOTH

Line - JACK

Sound kit comprising 2 active and passive floorstanding 
speakers with subwoofer plus line array.
Total power 820W at low impedance 8â"¦.
USB/SD/MP3/ TUNER and BLUETOOTH media players. Use 
for fixed or mobile installation for quality events, 
seminars, camping activities...
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AMPLIFIED FLOORSTANDING SPEAKER

la-212

Multimedia player

Stereo LINE 6.35mm 
input for level 

Speakon nettle to
the passive subwoofer

6.35mm jack output to speakers 
110V/220V Voltage selectable

IR: Remote control

Individual bass/treble settings

4 Independent and master 
volume controls 

2 XLR inputs for Mic/Line levels

5 Band
graphic equalizer

Overload protection 
indicators

Stereo RCA
input & output

TREBLE

MIN MAX

TREBLE

MIN MAX
BASS

MIN MAX

BASS

MIN MAX
EFFCT

MIN MAX

EFFCT

MIN MAX

DEPTH

MIN MAX
VOLUME

MIN MAX

VOLUME

MIN MAX

VOLUME

MIN MAX

SUB VOL

MIN MAX MIN MAX

V
M

O
A

L
S
U
TE

M
R
EMIC LINE MIC LINE LINE MP3 45Hz 83Hz

L

R

L

R

PROT
LEFT
LIMIT

RIG
LIMIT

HT

MO
O
N
U
I
T
TOR

CH1 CH2 CH3/4

100Hz 330Hz 1KHz 3.3KHz 10KHz

DIGTAL ECHO EFFECTS

+12

-12

0

+ 6

- 6

+12

-12

0

+ 6

- 6

GRAPHIC  EQUALIZER
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120V 240V
AC 120/240V 60/50Hz POWER

Stereo ECA input for iphone, iPad, iPod, Android, computer, TV, DVD player, CD etc.

connection 
to another 
recorder amplifier 

Speaker cluster
Active 
Subwoofer

Passive Subwoofer 

Speaker cluster

WIRING :

FRONT PANEL ADJUSTMENT: 
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